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PL COMPACT L%

Bezpieczny podest roboczy.
Safe working platform.
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opor/cycles

]
EN131-2:2019 =

UZTEK PROFESJONALNY
PROFESSIONAL USE

LU ILOSC STOPNI* WAGA (kg) STABILIZATORY A HL

ITEM N° OF RUNGS WEIGHT (kg) STABILISERS (cm)

PL2.C 2 13 NIE/NO 48 241 91 40 41 71 44 42 101

PL3.C 3 15 NIE/NO 72 265 108 40 41 71 44 30 128
PL4.C 4 16 NIE/NO 9% 289 126 40 41 71 44 30 154
PL5.C 5= 18,5 TAK/YES 120 313 143 40 41 71 165 44 30 181
PL6.C 6 =m 20 TAK/YES 144 337 161 40 41 71 165 44 30 207

m STABILIZATOR W STANDARDZIE / WITH STABILIZER
* LACZNIE Z PLATFORMA ROBOCZA / WORK DECK INCLUDED
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30Kg__

Norma Europejska
UNI EN 131-7

Przechodzi test na
przewracanie boczne.

It passes the lateral tilting test.

Bezpieczna platforma robocza.
Non-slip working platform.
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Absolutna stabilnos¢ podczas
pracy, wygodne i szybkie
przemieszczanie.

Absolute stability while
working and easy to move.

D1

Stabilizator teleskopowy
wymagany w PL5 i PL6.

Telescopic stabilizer required
on PL5 and PL6.

Czesci zamienne / Spare parts

2TAPP.PL

BRAC.PL2

2RUOT170 BRAC.PL1
, N

Stopka PCV do drabin Stopka PCV

PL, SMLT, PPP. zewnetrzna czarna Koto plastikowe Porecz ochronna Porecz ochronna
PVCblack replacement @35 mm. @170 mm. dolna. gérna.

foot to ladders PL, Black PVC outer foot Spare wheel @ 170 mm. Bottom safety Top safety handrail.
SMLT, PPP. @35 mm. handrail.
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